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Cut the overhanging portion of the panel where it inter-
sects with the stepped fascia as shown.

Lap over the fi rst cut-panel with a new full panel and 
cut & remove the section as shown.

Apply either a bead of sealant or a strip of foam 
closure along the top surface of the lower panel, just 
behind the dotted line where the nose of the top panel 
will sit.

Finished slip-course detail with all parts in place  

SHORT COURSE

SIDE-WALL UNDER-PAN METAL

An alternate fl ashing method is to use side-wall Under-pan 
metal as shown. This can then be counter fl ashed using 
the Metro Counter Flashing metal or standard ‘Z’-bar metal 
weatherproofed over the up stand of the side-wall under-pan 
metal.

Fold up nose of panel where under-pan metal 
exits on top of fi eld panels below.
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TRIM CAPS

RIDGE CEN TER CAP
At the center of a  ridge line,  a 
small/short ridge cap as shown 
can be made where cap pieces 
arrive from different directions.

RIDGE/GABLE END
Where the ridge intersects with a gable 
end (rake), cut and fold the end disc 
as shown to follow the Rake Channel 
sections previously installed.

HIP CORNER
Notch & fold the end disc as shown to form a 
closed 3-di men sional end cap.  Fit end disc to 
bottom hip corner with stitch screws and install 
balance of trim caps up the hip.  To maintain a 
straight line of trim caps, fasten only 1-side of 
the ridge or hip and then fasten the other side. 

HIP/RIDGE IN TER SECTION
Install hip caps from the bottom using 2 fas teners per 
trim cap.  Overlap trimcaps at hip/ridge in ter section.  
Cut and fi t the ridge cap over both in ter secting hip 
caps as shown.

Attach end disc with 
stitch screws.

After installing trimcaps at intersections, seal 
cut edges and apply Metro basecoat and stone 
chip to provide a complete stone coat fi nish.


